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#272-81 SUMMER EXTREME PLUS

Included with your new Specter Summer Extreme Plus Top are gty 2 footman loops and qty 4 #8 X 1/2”
oval head phillips head screws. The footman loops and screws are used if you DO NOT have seat belt
retractors mounted on the roll bar, near the bottom on each side.

FOOTMAN LOOP INSTALLATION

Center a footman loop behind the roll bar on each side. Mark the location of the holes, center punch and
drill two 5/32” holes. Secure each footman loop with two #8 X 1/2” phillips screws.

SUMMER EXTREME PLUS INSTALLATION

1. Snugly fit the plastic strip sewn on the front edge of the cover into the metal channel above
the windshield.

Position the cover over the roll bar.

3. Position the bottom webbing strap on each side through the footman loop OR around the seat belt
retractor and thread back through the plastic buckle sewn on the bottom edge of the cover.

4. After the tension on the bottom webbing strap on each side has been properly adjusted, position
the remaining webbing strap on each side around the roll bar and thread through the plastic buckle
sewn on the cover.

5. Check the tension on the webbing straps and MAKE SURE the plastic sewn on the front edge of
the cover is properly installed in the channel above the windshield.

Periodically check the tension on the straps and be sure the plastic is snug in the channel.

CLEANING INSTRUCTIONS

Use any product, solution or agent that is compatible with vinyl.
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